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KINDLING SPLITTERKINDLING SPLITTERMANUAL KINDLING SPLITTERKINDLING SPLITTER MANUAL

EXAMPLES OF USE

Hardwood Softwood

PRODUCT DETAILS
Blade can be sharpened Log size

Safe handling Easy mounting

Robust Compact design
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High level of safety, thanks to constant 
control during the splitting process. 

KINDLING SPLITTER
• Ideal for firewood and kindling
• Suitable for timber from 90 to 340 mm
• Kindling splitter made of robust and durable cast iron
• Lever length of 560 mm allows particularly easy and convenient splitting
• Particularly safe splitting because the splitting process is under control 

at all times, as opposed to when using an axe
• High-quality blade can be sharpened, 220 mm
• Easy wall mounting
• Ergonomic wooden handle for easy use
• Compact dimensions 135 x 85 x 590 mm

220 mm 
blade can be  
sharpened

560 mm 
lever length

SPECIFICATIONS
Dimensions L x W x H 135 x 85 x 590 mm
Blade length 220 mm
Lever length 560 mm
Steps 6 pcs
Splitting length 90 / 140 / 190 / 240 / 290 / 340 mm
Mounting screws 4 x hexagon Ø 8 x 70 mm
Nylon dowels Ø 10 x 50 mm

LOGISTICAL DATA
Weight net / gross 4.5 / 4.8 kg
Packaging dimensions 615 x 150 x 95 mm
Articel number 7905907001
Barcode 4046664042686
20 Container 2240 pcs

Outdoor Indoor

EXAMPLES OF USE 
SUITABLE FOR

The ergonomic wooden handle and the lever length 
of 560 mm ensure effortless splitting of kindling wood. 

Wall mounting 
for the perfect 
ergonomic 
working height

Robust 
cast iron
construction
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